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Bag Application

Option tear-off facility

Delivered in mats

Directly lasermarked
or digital printing



8.0 mm

2.2 mm

251.0 mm

356.0 mm

61.0 mm 44.0 mm

Unisto Axis

Technical Data

Material
Polypropylene (PP)

Tensile strength (loop)
Approx. 580 N

Barcoding
Interleaved 2/5 or barcode 128

Numbering
Up to 7 digits

Plastic Colours – Printed version: 
red 1797C, blue 285C, green 347C, yellow 108C, 
orange 164C, white

Plastic Colours – Directly laser-marked version: 
blue 290U, yellow 100U, green 3375C, purple 442C, 
apricot 1485U, white

Other colours available on request

Customer name/logo
Printed or directly lasermarked

Packing
Mats of 10 pieces, box of 1000 seals

Without tear-off facility: 6.20 kgs
390mm x 390mm x 383mm (0.0583 cbm)

With tear-off facility: 7.00 kgs
480mm x 270mm x 490mm (0.0635 cbm)

Product Features and Benefits

 One-piece moulded seal

 Unique designed locking mechanism which firmly 
 secures the seal in position to eliminate any possibility 
 of the seal being pulled out and pseudo sealing.

 Groove on the ribbon to prevent sealing from the 
 reverse direction

 Tear-off facility allows easy removal of seal

 Barcoded numbering for fast, accurate reliable data 
 capture and streamlining operations

 Various colours for logistical functions

 Customer name/logo for clear identification

ISO 9001:2008 certified
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How to close How to open
Open with pliers
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